
Motospeed Zoom 4T 10W-30

DESCRIPTION
Motospeed Zoom 4T 10W-30 is specially developed to meet the severe performance
requirements of modern motorcycles. A specially developed additive technology in
Zoom Plus 4T 10W-30 enables it to perform as 3-in-1 oil for engine, transmission and
wet clutch.

APPLICATION

Motospeed Zoom Plus 4T 10W-30 is ideal as a crankcase oil for 4 stroke engines used
in motorcycles manufactured by Hero, Honda, Bajaj, Kinetic, TVS, Yamaha, and
Enfield etc.

BENEFITS
 Reduces fuel consumption
 Resists gear pitting
 Longer drain period
 Lowers engine maintenance cost
 Excellent wet clutch performance.
 Excellent wear & oxidation protection
 Withstands higher sump temperature of 130 Deg C

PERFORMANCE LEVEL

API SL, JASO, MA2

TYPICAL PROPERTIES

Sr No. Parameters Motospeed Zoom 4T
10W-30

1 Appearance Clear and Bright
2 Kinematic Viscosity@100°C,cSt 10.00 -12.0
3 Viscosity Index ,Min. 125
4 Flash Point, COC,°C,Min. 200
5 TBN mg KOH/gm.,Min. 5.70
6 Pour Point, °C, Max. (-)27
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