
MOTOSPEED SYNTHPOWER API SN/CF 5W-40
(MULTI-GRADE PCMO OIL)

DESCRIPTION
Motospeed Synthpower API SN/CF 5W-40 is a Synthetic, superior Passenger Car
Motor Oil (PCMO), powered with Petrol engine or Diesel engine. It has been specially
blended from Synthetic base oils and performance proven additives to exceed
the specified performance level. It is an all season, environment friendly, multi-
grade Engine Oil for fuel efficient modern passenger cars.

APPLICATION
Motospeed Synthpower API SN/CF 5W-40 synthetic engine oil developed for new
generation Passenger cars powered with Petrol as well as Diesel Engines where API
SN/CF oil is recommended by OEMs.

Recommended for passenger cars of Maruti Suzuki, Hyundai, Skoda, Audi, VW, BMW,
Mercedes etc
BENEFITS

Synthetic technology ensures the following benefits -
 Optimum Performance
 Enhances Engine Life
 Easier starts in very cold weather
 Extends oil drain Interval
 Increases fuel Economy
 Prevents Rust and Corrosion
 Reduces wear of Engine parts

PERFORMANC

API SN/CF

TYPICAL PROPERTIES

Sr No. Parameters
1 Appearance Clear and Bright

2 Kinematic Viscosity@100°C,cSt 14.00-15.5

3 Viscosity Index ,Min. 180

4 Flash Point, COC,°C,Min. 200

5 TBN mg KOH/gm.,Min. 8.0

6 Pour Point, °C, Max. (-)33
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